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DETAILED ACTION 
Response to Amendment 

1. Applicant's amendment filed on 11/13/2007 has been entered. Claims 1, 6, and 
11 are amended; Claims 23-26 are newly added. Claims 1-26 are still pending. 

Claim Rejections - 35 USC §112 

2. The following is a quotation of the first paragraph of 35 U.S.C. 112: 

The specification shall contain a written description of the invention, and of the manner and process of 
making and using it, in such full, clear, concise, and exact terms as to enable any person skilled in the 
art to which it pertains, or with which it is most nearly connected, to make and use the same and shall 
set forth the best mode contemplated by the inventor of carrying out his invention. 

3. Claim 23-26 are rejected under 35 U.S.C. 112, first paragraph, as failing to 
comply with the written description requirement. The claim(s) contains subject matter 
which was not described in the specification in such a way 'as to reasonably convey to 
one skilled in the relevant art that the inventor(s), at the time the application was filed, 
had possession of the claimed invention. 

Regarding claims 23 and 25, the specification discloses the timing change 
portion (51) changes the timing at which input reception portion (11) detects an 
input electromagnetic wave, according to history information or when the engine 
is stopped; but the specification fails to describe there is a clock portion for outputting a 
clock signal having a selected clock frequency among a plurality of clock frequencies, 
the input reception portion detects the input electromagnetic wave at periodic intervals 
corresponding to the selected clock frequency of the clocks signal, and the timing 
change portion changes the selected clock frequency at which the input reception 
portion detects the input electromagnetic waves. 
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Claims 24 and 26 depend on claims 23 or 25; therefore they suffer the same 
deficiency. 

Regarding claim 24, the specification fails to describe the electromagnetic wave 
reception device comprises a switch to activate the timing change portion to change the 
selected clock frequency to a highest clock frequency. 

Claim Rejections - 35 USC § 103 

4. The following is a quotation. of 35 U.S.C. 103(a) which forms the basis for all 
obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or described as set 
forth in section 102 of this title, if the differences between the subject matter sought to be patented and 
the prior art are such that the subject matter as a whole would have been obvious at the time the 
invention was made to a person having ordinary skill in the art to which said subject matter pertains. 
Patentability shall not be negatived by the manner in which the invention was made. 

5. This application currently names joint inventors. In considering patentability of 
the claims under 35 U.S.C. 103(a), the examiner presumes that the subject matter of 
the various claims was commonly owned at the time any inventions covered therein 
were made absent any evidence to the contrary. Applicant is advised of the obligation 
under 37 CFR 1 .56 to point out the inventor and invention dates of each claim that was 
not commonly owned at the time a later invention was made in order for the examiner to 
consider the applicability of 35 U.S.C. 103(c) and potential 35 U.S.C. 102(e), (f) or (g) 
prior art under 35 U.S.C. 103(a). 

6. Claims 1-3, 7-9, 11, 13-14, 18-19 are rejected under 35 U.S.C. 103(a) as being 
unpatentable over Hattori (JP 2003-102068), and further in view of Erickson et al. (US 
2002/0180588). 
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Regarding claim 1, Hattori discloses a device (via vehicle mounted machine 10) 
comprising: an input reception portion (via receive section 20 with antenna 18) for 
detecting an input electromagnetic wave (signals) transmitted from a transmission 
terminal (pocket machine 12) at a predetermined timing and receiving the input 
electromagnetic wave; a lock control portion (via door-lock motor 28) for unlocking or 
locking a lock mechanism according to the input electromagnetic wave received by the 
input reception portion; and a timing change portion (via CPU 16 compares the current 
time and location information with the information stored on memory storage 32, if the 
information don't match, the intermittent mode of the receive section 20 is set to a 
shorter period of time by CPU 16 for receiving signals) for changing a timing at which 
the input reception portion detects the input electromagnetic wave. (See Paragraphs 14- 
18, and 30-31; and Figures 1 and 3) 

But Hattori fails to disclose the timing change portion sets a frequency of the 
timing higher when input electromagnetic waves are detected a plurality of times for a 
predetermined period of time. 

Erickson teaches a document and file management system using radio 
frequency identification (RFID) tags. The system has an automated polling system to 
poll RFID tags attached to documents periodically to keep track of the location of the 
documents. An optical sensor could be placed in or near a storage area for the 
documents to detect activity in that area, and the automated polling system could 
accordingly increase the polling schedule depending on the number of traffic detected 
by the optical sensor in the storage area. If the number of people detected is more than 
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a predetermined number, the system could alter the polling schedule to poll more 
frequently. (See the Abstract and Paragraph 50) 

From the teachings of Erickson, it would have been obvious to one of ordinary 
skill in the art at the time the invention was made to modify the device disclosed by 
Hattori to include the timing change portion sets a frequency of the timing higher when 
input electromagnetic waves are detected a plurality of times for a predetermined period 
of time as taught by Erickson to accommodate the increase in activity of the usage of 
the device thereby making the device more responsive in periods of higher activity. 

Regarding claim 2, Hattori discloses the timing change portion changes the 
timing according to a time zone (via CPU 16 compares the current time and location 
information with the information stored on memory storage 32, if the information don't 
match, the intermittent mode of the receive section 20 is set to a shorter period of time 
by CPU 16 for receiving signals, See Paragraph 31). 

Regarding claim 3, Hattori discloses a position detection pprtion (via self-vehicle 
location detection equipment 28) for detecting a position of the electromagnetic wave 
reception device; wherein the timing change portion changes the timing according to the 
position detected by the position detection portion. (See paragraphs 16 and 31) 

Regarding claim 7, Hattori discloses the input reception portion is powered by a 
battery (via receive section 20 is connected to the dc-battery 24, See Paragraph 15 and 
Figure 1). 

Regarding claim 8, Hattori discloses a vehicle comprising the electromagnetic 
wave reception device of claim 1. (See Paragraph 13) 
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Regarding claim 9, Hattori discloses a vehicle of claim 8, wherein the input 
reception portion is powered by a battery (via dc-battery 24, See paragraph 15 and 
Figure 1). 

Regarding claim 11, Hattori discloses a keyless entry system (via mounted 
machine 10 and pocket machine 12) comprising: an electromagnetic wave reception 
device (via mounted machine 10) installed in a vehicle comprising: an input reception 
portion (via receive section 20 with antenna 18) for detecting an input electromagnetic 
wave (signal) transmitted from a transmission terminal (pocket machine 12) at a 
predetermined timing and receiving the input electromagnetic wave; a lock control 
portion (via door-lock motor 28) for unlocking or locking a lock mechanism according to 
the input electromagnetic wave received by the input reception portion; and a timing 
change portion (via CPU 16) for changing a timing at which the input reception portion 
detects the input electromagnetic wave; and an electromagnetic wave transmission 
device (via pocket machine 12) for transmitting a signal to the electromagnetic wave 
reception device. (See Paragraphs 14-18, and 30-31; and Figures 1 and 3) 

But Hattori fails to disclose the timing change portion sets a frequency of the 
timing higher when input electromagnetic waves are detected a plurality of times for a 
predetermined period of time. 

Erickson teaches a document and file management system using radio 
frequency identification (RFID) tags. The system has an automated polling system to 
poll RFID tags attached to documents periodically to keep track of the location of the 
documents. An optical sensor could be placed in or near storage area for the 
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documents to detect activity in that area, and the automated polling system could 
accordingly increase the polling schedule depending on the number of traffic detected 
by the optical sensor in the storage area. If the number of people detected is more than 
a predetermined number, the system could alter the polling schedule to poll more 
frequently. (See the Abstract and Paragraph 50) 

From the teachings of Erickson, it would have been obvious to one of ordinary 
skill in the art at the time the invention was made to modify the keyless entry system of 
Hattori to include the timing change portion sets a frequency of the timing higher when 
input electromagnetic waves are detected a plurality of times for a predetermined period 
of time as taught by Erickson to accommodate the increase in activity of the usage of 
the keyless entry system thereby making the system more responsive in periods of 
higher activity 

Regarding claims 13 and 14, Hattori discloses the input reception portion is 
powered by a battery (via receive section 20 is connected to the dc-battery 24, See 
Paragraph 15 and Figure 1). 

Regarding claims 18 and 19, Hattori discloses a vehicle comprising the 
electromagnetic wave reception device of claims 2 or 3 (See Paragraph 13). 

Regarding claims 23 and 25, the combination of Hattori and Erickson discloses 
the structural elements of the claimed invention but fail to disclose the electromagnetic 
wave reception device further comprising: a clock portion for outputting a clock signal 
having a selected clock frequency among a plurality of clock frequencies. 
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However, it is obvious to one of ordinary skill in the art at the time the invention 
was made to modify the combination of Hattori and Erickson to include the 
electromagnetic wave reception device further comprising: a clock portion for outputting 
a clock signal having a selected clock frequency among a plurality of clock frequencies 
in order to change the detecting frequency of the input reception portion thereby 
allowing faster response in more active periods. 

7. Claims 4-6, 15-17, and 20-22 are rejected under 35 U.S.C. 103(a) as being 
unpatentable over Hattori in view of Erickson etal., and further in view of Pombo et al. 
(US 5,799,256). 

Regarding claim 4, the combination of Hattori and Erickson discloses the 
structural elements of the claimed invention but fails to disclose a history information 
generation portion for generating history information, which is information on a history of 
reception of the input electromagnetic wave by the input reception portion; wherein the 
timing change portion changes the timing according to the history information. 

Pombo et al. teach a method and apparatus for reducing power consumption in a 
portable communication device (104) by predicting a user's location, movement and 
actions. The portable communication device (104) is powered by a battery (120) and 
includes a battery control (122) for decoupling portions of the communication device 
(104) from the battery. Historical records of control channel and call activity are 
maintained in memory (117) at the communication device (104). This data is used to 
predict calls. This permits the communication device (104) to conserve power in the 
battery (120) when no call activity is likely. (See the Abstract) 
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From the teachings of Pombo et al., it would have been obvious to one of 
ordinary skill in the art at the time the invention was made to modify the combination of 
Hattori and Erickson to include a history information generation portion for generating 
history information, which is information on a history of reception of the input 
electromagnetic wave by the input reception portion; wherein the timing change portion 
changes the timing according to the history information in order to conserver power 
when reception of the input electromagnetic wave is unlikely. 

Regarding claim 5, the combination of Hattori, Erickson, and Pombo disclose the 
claimed invention wherein Pombo discloses the history information generation portion 
generates history information of time when the input electromagnetic wave is received 
(via historical records of activity are maintained in memory at the device to predict future 
activity, See the Abstract). 

Regarding claim 6, the combination of Hattori, Erickson, and Pombo disclose the 
structural elements of the claimed invention wherein Hattori discloses a position 
detection portion (via self-vehicle location detection equipment 28) for detecting a 
position of the electromagnetic wave reception device (See paragraphs 16 and 31), but 
Hattori failed to disclose the history information generation portion generates history 
information of a position where the input electromagnetic wave is received, according to 
the position detected by the position detection portion. 

However, it would have been obvious to one of ordinary skill in the art at the time 
the invention was made to modify the combination of Hattori and Pombo et al. to include 
the history information generation portion generating history information of a position 
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where the input electromagnetic wave is received, according to the position detected by 
the position detection portion in order to change the timing portion to conserve power 
when reception of the input electromagnetic wave is unlikely in some areas. 

Regarding claims 15-17, Hattori discloses the input reception portion is powered 
by a battery (via receive section 20 is connected to the dc-battery 24, See Paragraph 15 
and Figure 1). 

Regarding claims 20-22, the combination of Hattori and Erickson discloses a 
vehicle comprising the electromagnetic wave reception device of claims 4, 5, or 6. (See 
Hattori, Paragraph 13) 

8. Claim 10 is rejected under 35 U.S.C. 103(a) as being unpatentable over Hattori 
(JP 2003102068 A), and further in Flick (US 7,005,960). 

Regarding claim 10, Hattori discloses an electromagnetic wave transmission 
device (via pocket machine 12) comprising: a switch (via actuation switch 44); a 
transmission portion (via antenna 46) for transmitting an electromagnetic wave for a 
predetermined period of time when the switch is turned on. (See Paragraph 21 and 
Figure 1) 

But Hattori failed to disclose a transmission control portion for controlling so as to 
transmit a second electromagnetic wave for a longer period of time than a first 
electromagnetic wave when the switch is turned on at least twice within a 
predetermined period of time. 

Flick teaches a handheld transmitter in a remote keyless entry system that 
transmits signals to unlock a door on a vehicle when a door unlock button is actuated by 
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a user. If the user desires to unlock all the doors on the vehicle, the user just need to 
actuate the door unlock button a second time within a predetermined period of time of 
the first door unlock button actuation. (See Col. 1, lines 26-42) 

From the teachings of Flick, it would have been obvious to one of ordinary skill in 
the art at the time the invention was made to modify the device of Hattori to include a 
transmission control portion for controlling so as to transmit a second electromagnetic 
wave for a longer period of time than a first electromagnetic wave when the switch is 
turned on at least twice within a predetermined period of time in order to make the 
second electromagnetic wave contain more functions compared to the first 
electromagnetic wave, thereby making the switch on the electromagnetic wave 
transmission device multi-functional. 

9. Claim 12 is rejected under 35 U.S.C. 103(a) as being unpatentable over Hattori 
in view of Erickson et al. as applied to claim 1 1 above, and further in view of Flick (US 
7,005,960). ; 

Regarding claim 12, the combination of Hattori and Erickson disclose the 
structural elements of the claimed invention wherein Hattori discloses an 
electromagnetic wave transmission device (via pocket machine 12) comprising: a switch 
(via actuation switch 44); a transmission portion (via antenna 46) for transmitting an 
electromagnetic wave for a predetermined period of time when the switch is turned on. 
(See Paragraph 21 and Figure 1) 

But Hattori failed to disclose a transmission control portion for controlling so as to 
transmit a second electromagnetic wave for a longer period of time than a first 
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electromagnetic wave when the switch is turned on at least twice within a 
predetermined period of time. 

Flick teaches a handheld transmitter in a remote keyless entry system that 
transmits signals to unlock a door on a vehicle when a door unlock button is actuated by 
a user. If the user desires to unlock all the doors on the vehicle, the user just need to 
actuate the door unlock button a second time within a predetermined period of time of 
the first door unlock button actuation. (See Col. 1 , lines 26-42) 

From the teachings of Flick, it would have been obvious to one of ordinary skill in 
the art at the time the invention was made to modify the combination of Hattori and 
Erickson to include a transmission control portion for controlling so as to transmit a 
second electromagnetic wave for a longer period of time than a first electromagnetic 
wave when the switch is turned on at least twice within a predetermined period of time 
in order to make the second electromagnetic wave contain more functions compared to 
the first electromagnetic wave, thereby making the switch on the electromagnetic wave 
transmission device multi-functional. 

10. Claims 24 and 26 are rejected under 35 U.S.C. 103(a) as being unpatentable 
over Hattori and Erickson as applied to claim 23 or 25 above, and further in view of 
Kehlstadt (US 2002/0093481). 

Regarding claim 24, the combination of Hattori and Erickson discloses the 
structural elements of the claimed invention but fail to disclose the reception device 
further comprising a switch, wherein responsive to the switch being turned on or off, the 
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timing change portion changes the selected clock frequency to a highest clock 
frequency from among the plurality of clock frequencies. 

Kehlstadt teaches a device that stays in a battery saving mode with long idle time 
unless activity is detected by the device. When activity is detected, the device resumes 
to an active state. (See paragraph 4) 

From the teachings of Kehlstadt, it would have been obvious to one of ordinary 
skill in the art at the time the invention was made to modify the combination of Hattori 
and Erickson to include a switch as a mechanism to detect activity, and wherein 
responsive to the switch being turned on or off, the timing change portion changes the 
selected clock frequency to a highest clock frequency from among the plurality of clock 
frequencies as taught by Kehlstadt to put the reception device in an active state. 

Regarding claim 26, the combination of Hattori and Erickson discloses the 
structural elements of the claimed invention but fail to disclose the keyless entry system 
is responsive to the vehicle being turned on or off, the timing change portion changes 
the selected clock frequency to a highest clock frequency from among the plurality of 
clock frequencies. 

Kehlstadt teaches a device that stays in a battery saving mode with long idle time 
unless activity is detected by the device. When activity is detected, the device resumes 
to an active state. (See paragraph 4) 

From the teachings of Kehlstadt, it would have been obvious to one of ordinary 
skill in the art at the time the invention was made to modify the combination of Hattori 
and Erickson to include the keyless entry system is responsive to the vehicle being 
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turned on or off, the timing change portion changes the selected clock frequency to a 
highest clock frequency from among the plurality of clock frequencies in order to put the 
system in an active state. 

Response to Arguments 

11. Applicant's arguments filed on 1 1/13/2007 have been fully considered. 
Applicant's arguments with respect to claims 1-9, 11-22 have been fully 

considered but are moot in view of the new ground(s) of rejection. 

Applicant's arguments, with respect to the rejection of claim 10 have been fully 
considered and are persuasive. Therefore, the rejection has been withdrawn. 
However, upon further consideration, a new ground(s) of rejection is made in view of 
Flick (US 7,005,960). 

Conclusion 

12. Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to Yong Hang Jiang whose telephone number is 571-270- 
3024. The examiner can normally be reached on M-F 7:30 am to 5:30 pm alternate 

f rid ays off. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Brian A. Zimmerman can be reached on 571-272-3059. The fax phone 
number for the organization where this application or proceeding is assigned is 571- 
273-8300. 
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Information regarding the status of an application may be obtained from the 
Patent Application Information Retrieval (PAIR) system. Status information for 
published applications may be obtained from either Private PAIR or Public PAIR. 
Status information for unpublished applications is available through Private PAIR only. 
For more information about the PAIR system, see http://pair-direct.uspto.gov. Should 
you have questions on access to the Private PAIR system, contact the Electronic 
Business Center (EBC) at 866-217-9197 (toll-free). If you would like assistance from a 
USPTO Customer Service Representative or access to the automated information 
system, call 800-786-9199 (IN USA OR CANADA) or 571-272-1000. 
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